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IGNATURE PEDESTAL

Houses active and passive equipment
such as a line extender and tap.

- SPECIFICATIONS

Dimensions: 10" x 10" x 26" [{254mm x 254mm x 660mm)|

(cover interior dimensions)

11" x 9.5" x 15" [279mm x 241mm x 381 mm)

(base interior dimensions)

Shipping: 1 per carton, 12 per pallet
Weight: 22 Ibs {10 kg) carton
. FEATURES

= 600 Series HDC cover designed for maximum
heat dissipation

= Self-Lock self-latching cover with various lock
head options

= Complete 360° access working area

[ BRACKETRY

= Universal bracketry provides a wide range of
equipment mounting options

= Base accommodates multiple ducts and conduits

= Location strips for customized labeling and

identification
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B1- MB-8315 B2 - MB-8382

B3- MB-8315 (2 ea.|

B93 ~ MB-0607
(B90O & B91 Not Shown)

B4 — MB-8382 (2 ea.]

B LockING OPTIONS
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LOO - Standard Self- LHI - Hex Head
Locking System & Hasp SelfLocking System
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LO8 - Standard Self- L09 - Standard Self-Locking
Locking System & System & Highfield Lock
Channell Padlock

[ ACCESSORIES

LS1 - Channell Star
Self-Locking System
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L90 - Standard Self-Locking
System & Highfield Lock
with Steel Tether

LO1 - Standard Self-
Locking System

e
L

LH9 — Hex Head
Self-Locking System
& Highfield Lock

CHANNELL

UNITED STATES
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800 423.1863

Fax: 909.296.2322

A08-600 Series Cover
with Anti-insect Vents

www.incom.mx ventas@incom.mx
Tel. (55)5243-6900 01800-INCOM-00

CANADA
905.565.1700
905.565.8080

UNITED KINGDOM
44.1689.871522
44.1689.833428

AUSTRALIA
61.2 9738.8277
61.2 9738.9763

DISTRIBUIDO POR

LA FERRETERA DE LAS TELECOMUNICACIONES

MEXICO MALAYSIA
52.5537.41539 60.3.6120.2055
52.5537.41540 60.3.6120.2051



A PART NUMBER REV. | PREFIX
| cuanwer.  CONFIGURATION MASTER | N | SPH
DESCRIPTION: SIGNATURE PEDESTAL HOUSING

MATRIX: SPH 10106 CX XX XX AX
SIGNATURE PEDESTAL HOUSING I ‘
WIDTH }
DEPTH
COVER TYPE (600 SERIES)

COLOR
C1 Light Green
C2 Beige
C3 Dark Green
C4 Brown
C5 Grey
C6 Granite
Cc7 Sandstone
C8 Red Brick
c17 Purple
BRACKET OPTION
BO No Bracket
B1 MB-8315
B2 MB-8382
B3 MB-8315 (Dual)
B4 MB-8382 (Dual)
B5 MB-8315 & MB-8150
B7 MB-8375 & MB-8109
® B9 MB-8315 (Dual) & MB-8339
BA MB-0615
BB MB-0614
BC MB-0607
G1 MB-8315 Galvanized
LOCKING OPTION
SEE LOCK OPTION MATRIX #3 (Refer to P/N Matrix #1018)

ADDER/OPTION —
AQ0 Non-Vented Cover
A08 Cover w/Anti-Insect Vents (Dual Cut)
A26 4" & 8" Private Label Plates
A27 4" & 8" Private Label Plates w/Dual Cut Cover
A30 15" Corner Label Plate
A31 15" Corner Label Plate w/Dual Cut Cover
A39 Condensation Vented Cover
Ad1 15" Label Plate & Condensation Vented Cover
A60 Two 15" Corner Label Plates w/Dual Cut Cover
AG8 4 Winterized Drop Holes
AB9 Dual Cut Venting w/ 4 Winterized Drop Holes
A75 Non-Vented Cover w/Lock In Lower Position
A76 Shaw Logo Cover w/Anti-Insect Venting (Dual Cut)
AlT Shaw Logo Cover w/Anti-Insect Venting and 4 \Winterdrop Holes
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